6AX4-GT 



Half-Wave Vacuum Rectifier 

For Television Damper Ser vice 
GENERAL DATA 

Electrical: 

Heater, for Uni potential Cathode: 

Voltage (AC or DC). 

Current at 6.3 volts. 

Direct Interelectrode Capacitances 
(Approx.):* 

Plate to cathode and heater . . 

Cathode to plate and heater . . 

Heater to cathode . 


Mechanical: 

Operating Position.Any 

Maximum Overal 1 Length.3-5/16" 

Maximum Seated Length . 2-3/4" 

Maximum Diameter.1-9/32" 

Dimensional Outline . See General Section 

Bulb.T9 

Base.Intermediate-Shell Octal 5-Pin, ^ 


Arrangement 2 (JEDEC Group 1, No.B5-82), 
Intermediate-Shell Octal 5-Pin 
with External Barriers, Arrangement 2 
(JEDEC Group 1, No.B5-147), 
Short Intermediate-Shell Octal 5-Pin 
with External Barriers, Arrangement 2 
(JEDEC Group 1, No.B5-85), or 
Short Intermediate-Shell Octal 6-Pin 
with External Barriers, Arrangement 1 
(JEDEC Group 1, No.B6~60) 


Basing Designation for BOTTOM VIEW.4CG 

Pin l b -Same as Pin 3-Cathode 

Pin 2 \ Pin 5-Plate 

Pin 2 - Internal Con- l 1 Pin 7-Heater 

nection— (?\ Pin 8-Heater 

Do Not Use c 


6.3 ± 10% volts 
1.2 amp 


5 

8.5 mif 

4 A^f 


DAMPER SERVICE 
Maximum Ratings, Design-Maximum Values: 

For operation in a 525-line, 30-frame system* 


PEAK INVERSE PLATE VOLTAGE®. 4400 max. volts 

PEAK PLATE CURRENT. 825 max. ma 

DC PLATE CURRENT. 137 max. ma 

PLATE DISSIPATION. 5 max. watts 


Indicates a change. 
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